Installation on Aircrafts

ECE R44/04
EN 1888:2012
Group 0+
Up to 13kg
Language: English

Important – Keep these instructions for future reference
1/ Introduction

Simple Parenting strongly recommend that children up to 35 lbs (13 Kg) use a certified harnessed child restraint or other device approved for aircraft travel. Doona™ Infant Car Seat (group 0+) can also be used in an aircraft to ensure a safe flight of a baby on an airplane. When installing Doona™ Infant Car Seat on an airplane, install it the same way as Carrier installation with Vehicle Seat Belt/Lap Belt only routing method.

2/ Certification

Doona™ Infant Car Seat is approved for use in aircrafts by TUV Rheinland global aviation experts. TUV Rheinland adhere to current standards, measurements and functionality requirements of National and International regulatory associations and international aviation authorities.
3/ General Safety Instruction

Please read the following instructions for installing Doona™ Infant Car Seat on the airplane carefully before attempting to install. Incorrect installation can endanger the life of your baby.

⚠️ Before arriving to the airplane with Doona™ Infant Car Seat, please contact the airline regarding suitability and transport conditions or visit www.TUV.com for more information.

⚠️ The use of Doona™ Infant Car Seat is allowed only on a plane with a 2-point seat belt.

⚠️ The child seat may only be installed on these aircraft seats approved by the aircraft operator.

⚠️ Use only on a forward facing aircraft seat.

⚠️ Use only rearward installation direction when installing Doona™ Infant Car Seat.

⚠️ The Infant Car Seat may not be installed within the effective range of an airbag.

⚠️ Adjust the Infant Car Seat to the size of your child in accordance with the recommendations in the instruction manual of the Infant Car Seat.

⚠️ Do not use this restraint if a secure installation cannot be achieved.

⚠️ Doona™ Infant Car Seat always has to be secured with the safety belt, even when the “Fasten your seat belt” signal is switched off. An unsecured child seat could injure passengers in case of an accident, turbulences or an emergency landing.
4/ Installation

A. Place Doona™ Infant Car Seat on the respective seat on the plane in a rearward facing position.

B. Folding the arm rests upwards could facilitate the installation of your Doona Infant Car Seat.

C. Feed both ends of the lap belt through the belt guides of Doona™ Infant Car Seat.

D. Make sure that the belts are not twisted!

F. Now, close the belt buckle (illustration #1) and tighten the belt (illustration #2).

5/ Removing the Infant Car Seat

Unfasten the lap belt according to the instructions of the airline company.

⚠️ WARNING! DO NOT use base with aircraft installation. Only the carrier is certified for aircraft use. Inflatable seat belts are not compatible with this child restraint.